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HAIX®-Schuhe, Produktions- und Vertriebs GmbH

Auhofstrasse 10, 84048 Mainburg, Germany

T. +49(0)8751/8625-0, F. +49(0)8751/8625-25

info@haix.de, www.haix.com
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CE 0197 EN 15090:2012 HI3 CI SRC - Category F2A
Leather thickness 2.5 – 2.7 mm, breathable inner liner, leg height 30 cm, antistatic, sole 011
Available sizes EU 36 – 47, Extra large sizes EU 48 – 50 

FIREMAN  
YELLOW® 
Art. No. 500004 

Upper Material 
Waterproof leather, hydrophobic, 
breathable (5.0 mg/cm²/h), 2.5 – 2.7 mm 
thick

Inner lining 
Breathable inner liner.

Non-woven insole 
Non-woven insole absorbs moisture.

Foot bed 
Anatomically formed, exchangeable, 
washable, very good moisture absorption, 
dries quickly.

HAIX® Protective toe cap 
Anatomically formed and well-padded 
protective toe cap.

HAIX® Protective sole 
Flexible and lightweight protective steel 
throughsole.

Sole 
Foam/rubber, highly wear-resistant shell 
sole with a street/terrain tread, high 
temperature strength and good bending 
comfort. Ladder rung tread with pro-
nounced heel front. Fuel-Oil resistance 
and non-marking characteristics. 
Compliant with EN ISO 20345:2011 / EN 
15090:2012.

HAIX® MSL-System 
MicroSoftLight: Improved damping, 
extremely low weight due to the PU foam 
across the entire sole area, good cold/heat 
insulation.

Others 
Pull on loops on both sides, rubber toe 
cap, reflective strips.
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Reflective stripes HAIX® MSL System

Countersunk seams


